
Step 1  Please see the “QUICK START GUIDE” (Included in the CD) to install the “Data Logger Graph” software and USB driver. Insert the data logger into PC’s USB interface, and 
Start the “Data Logger Graph” software to setup, start logging and download data to PC.

Step 2  Open the downloaded data to graph.

NOTE:
Graph is shown in default unit before setting new subunit

Step 3  Click the “Menu->Graph->Unit Conversions” to create new subunit.

NOTE:
User select the unit category firstly. “mA” is the default unit here

Example to set the scale and offset:

Input the subunit symbol: hPa (be used for pressure)
if 4mA is equivalent to 300hPa, 20mA is equivalent 
1100hPa:
 
Input 1=4      Graph Out 1=300
Input 2=20    Graph Out 2=1100

User needs to get actual graph from 4~20mA or DC voltage readings. For example, The measurement range of pressure transmitter is from 300hPa to 1100hPa, and it outputs from
4mA to 20mA. Data logger records the readings from 4mA to 20mA and then user can use the “Data Logger Graph” software to get the actual graph shown in hPa.   

How�to�get actual graph from 4~20mA or DC voltage readings?



Create the new subunit successfully

Double-Click here to set the subunit shown on graph  

User can get actual graph in specified subunit 

Step 4  Click the “Menu->Graph->Graph Settings” to set the shown subunit on graph.

Step 5  The actual graph will be shown as following.

Step 6 Please click the menu “File->Save” to save the subunit settings above.
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